



































































































































































































































































































































































































































DESCRIPTION Supplementary locking points

1243.721 Adjustable keeper in black galvanized zamak, 2 preassembled grub screws M5x12
and 1 countersunk head screw M4x8 in stainless steel 304.

3000.800 Locking piece (only for tiit and turn + semi-fixed casement), alternative to the
upper bolt.

3000.820 Kit for vertical supplementary locking points in black galvanized zamak, 2 nylon
bushings @ 6-@ 8 mm, screws in stainless steel 304.

3100.821 Locking piece in black galvanized zamak, 1 cup in low density polyethylene (LDPE),
1 bushing @ 6-@ 8 mm.

DESCRIPTION Accessories for secondary casement

3000.830 (patented) Clamp in hinge kit for casement alongside RIBANTATRE in zamak,
aluminium and stainless steel 430, 2 countersunk head screws M5x8, 4 countersunk head
screws M5x12, 2 countersunk head screws M5x16 and 4 countersunk head screws @ 4,2x13
in stainless steel 304. To be used with art. 3000.739.

1121 MORSA+ (patented) Two-wing aluminium hinge, nylon bushing, pin, counterplates and 4
pre-assembled countersunk oval head screws M5x10 in stainless steel 430. Weight capacity:
2 hinges 80 Kg, 3 hinges 90 Kg (PVD H, PVD X, XSD=pack. 20 pcs.).

1121.1 MORSA+ (patented) Two-wing aluminium hinge, nylon bushing, pin, counterplates and 4
pre-assembled countersunk oval head screws M5x10 in stainless steel 430. Weight capacity:
2 hinges 80 Kg, 3 hinges 90 Kg (PVD H, PVD X, XSD=pack. 20 pcs.).

3000.841 Lower bolt with keeper and support in stainless steel, nylon and black galvanized
zamak, screws in stainless steel 304.

3000.850 Clamp boltin black nylon and galvanized steel, stroke-end block in zamak, 1 pre-
assembled grub screw M5x6 in stainless steel 304. For groove 15x20 mm.

3000.851 Like 3000.850 but for groove 14X19,5 mm.
3000.852 Like 3000.850 but for groove 13,5X16,5 mm.
3000.853 Like 3000.850 but for groove 14X18 mm.
3000.854 Like 3000.853 but for groove 15x20 mm.
3000.896 Like 3000.850 but for groove 13,2x16,7 mm.

1243.830/8 Clamp-boltin black galvanized zamak and stainless steel 430, 2 pre-assembled
grub screws M5x6 in stainless steel 304.

1541 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
blockin zamak.

1541.1 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
blockin zamak.

1541.2 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
blockin zamak.

1541.6 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
blockin zamak.

1545 SERRO Clamp bolt 31.5 cm for semi-fixed casement, third casement and secondary
casement (travel 22 mm) in black galvanized zamak, stainless steel 430 and nylon, 1 nylon stop
block, 2 pre-assembled grub screws M5x6 in stainless steel.

1545.1 SERRO Like 1545.
1545.2 SERRO Like 1545.

1545.3 SERRO Like 1545.

FINISHING

FINISHING

1013, 1015, 1247, 6005, 8017, 8019,
9001, 9005, 9010, 9016, B.SA, BL10,
BR4, BR5, BR801, BW21, C, GR217,
GR606, HL, PVD H, PVD X, RD501,
SILV, WT005

1013, 1015, 1247, 3003, 6002, 6005,
7035, 8017, 8019, 9001, 9005, 9010,
9016, B.SA, BL10, BR5, BR801,
BW21, C, F, GR217, GR50, GR51,
GR606, HL, NE, PVD H, PVD X,
RD501, SILV, U, WTO05, XSD, ZE

1013, 1015, 1247, 3003, 6002, 6005,
7032, 7035, 8017, 8019, 9001, 9005,
9010, 9016, B.SA, BL10, BR5, BR801,
BW21, C, F, GR217, GR50, GR51,
GR606, GREY, HL, NE, PVD H, PVD
X,RD501, SILV, U, WT00S5, XSD, ZE
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1468 Sash stop device in black galvanized zamak and nylon, 2 cap screws 4,2x19 in galvani-

1246.835 Non-handed anti-burglar device for grooves 13,5x16,5 and 14x18, in black galva-
nized zamak, 2 countersunk head screws M5x18 in stainless steel 304 (self-forming), 2 nylon

zed steel. 20
1404 Keeper in black galvanized zamak, wing nut and 1 pre-assembled countersunk head

) . 100
screw M5x10 in stainless steel 304.
1414 Adjustable keeper in black galvanized zamak, 1 pre-assembled grub screw M5x12 in 200
stainless steel, 2 nylon cups.
1415 Double keeper in black galvanized zamak, 2 pre-assembled grub screws M5x10 in 100
galvanized steel.
1416.5 Double keeper in black galvanized zamak, 1 pre-assembled grub screw M5x10 in 100
galvanized steel.
1246.832 Hinge-side supplementary closing point in black galvanized zamak, 3 pre-assem-
bled grub screws M5x12 and 1 countersunk head screw M4x8 in stainless steel 304. 40

steel 304, 2 grub screws M5x8 in galvanized steel and 2 M5x12 in stainless steel 304.

@ bushings @ 6-@ 8 mm. 40
1246.838 Non-handed anti-burglar device for grooves 10x14,3, 12x15 and 12,5x16,5, in black
galvanized zamak, 2 countersunk head screws M5x18 in stainless steel 304 (self-forming), 2 40
nylon bushings @ 6-@ 8 mm.
1541.800 Extension partin black nylon for art. 1541/.6/.7 and art. 50

gx& 3000.850/.851/.852/.853/.854.

1541.801 Extension partin black nylon for art. 1541.1/3000.852. 50
1541.820 Punched extension rod in electrolitic black anodized alum. for 1541/.1/.2/.3/.6. 50
1490 BLOCAL Lock with security cylinder (same keys) in zamak, nylon and stainless steel 430,

mﬂ@ 2 cap screws M5x12 and 2 cap screws @3.9x13 in stainless steel 304. 1013, 7035, 8019, 9001, 9005, 9010, 10

BL1O, C, SILV
1243.704 Handle connection piece in black galvanized zamak, 2 polyurethane caps. 10
===

1343.2 Damping-effect opening restrictor arm in zamak, nylon, polyurethane and stainless 10










Pieces needed for realizing a window/door, folowing L and H dimensions

700 | 1401 | 700 | 1401 [ 700 | 1401 | 1401 |4
%) . 1400 | 2800 | 1400 | 2800 | 1400 | 2800 | 2800 |2 =
O DESCRIPTION Articles o g9
a L 450 621 1301 1401 (9 > =
620 1300 1400 1700 |
5 (pat.) Basic kit with standard arm and right concealed hinges 3010
5 (pat.) Basic kit with standard arm and left concealed hinges 3010.1 !
5 (pat.) Basic kit with short arm and right concealed hinges 3010.3
5 (pat.) Basic kit with short arm and left concealed hinges 3010.4 !
5 Supplementary arm for turn-first function 3100.800 1
1 Mounting jig 3100.950 1
1 Positioning jig 3010.950 1
40 Locking piece 3100.821 1
5 Locking piece 1243.710 1
40 Adjustable keeper 1243.721 2
5 Kit for vertical supplementary locking points 3010.820 1 1 1
5 (pat.) Kit of concealed hinges for leaf alongside RIBANTA INCANTO 3020 1
40 Hinge-side supplementary closing point 1246.832 1
10 Lower bolt 3000.841 1
20 Vertical clamp bolt 3000.850
20 Vertical clamp bolt 3000.851
20 Vertical clamp bolt 3000.852
20 Vertical clamp bolt 3000.853
20 Vertical clamp bolt 3000.854
20 Vertical clamp bolt 3000.896
50 (pat.) Clamp bolt 1541
50 (pat.) Clamp bolt 15411 2
50 (pat.) Clamp bolt 1541.2
50 (pat.) Clamp bolt 15416
20 Clamp bolt 1545
20 Clamp bolt 15451
20 Clamp bolt 15452
20 Clamp bolt 15453
20 Clamp-bolt 1243.830/8 1
50 Punched extension rod for art. 1541/.1/.2/.3/.6 1541.820 2
20 Sash stop device 1468 2
100 Keeper 1404
200 | Adjustable keeper 1414
100 Double keeper 1415 2
100 Double keeper 1416.5
2 1+D.5
4.5
5 4.5 5 5
1.5 3.5 1.5 3 3 1.5 3.5
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DESCRIPTION Basic Kit (4 locking points) FINISHING

3010 RIBANTAINCANTO (pat.) 4-point locking device for turn-first function, corner drive
fulcrum. Basic kit with standard arm in galvanized steel, RH concealed hinges made in black
galvanized zamak and hight resistence white galvanized steel, corner drive and locking points
in black galvanized zamak, 9 nylon bushings @ 6-8 mm, screws in stainless steel AlS| 304.

3010.1 RIBANTA INCANTO (pat.) 4-point locking device for turn-first function, corner drive
fulcrum. Basic kit with standard arm in galvanized steel, LH concealed hinges made in black
galvanized zamak and hight resistence white galvanized steel, corner drive and locking points
in black galvanized zamak, 9 nylon bushings @ 6-8 mm, screws in stainless steel AIS| 304.

3010.3 RIBANTAINCANTO (pat.) 4-point locking device for turn-first function, corner drive
fulcrum. Basic kit with short arm in galvanized steel, RH concealed hinges made in black gal-
vanized zamak and hight resistence white galvanized steel, corner drive and locking points in
black galvanized zamak, 7 nylon bushings @ 6-8 mm, screws in stainless steel AIS| 304.

3010.4 RIBANTAINCANTO (pat.) 4-point locking device for turn-first function, corner drive
fulcrum. Basic kit with short arm in galvanized steel, LH concealed hinges made in black gal-
vanized zamak and hight resistence white galvanized steel, corner drive and locking points in
black galvanized zamak, 7 nylon bushings @ 6-8 mm, screws in stainless steel AIS| 304.

3100.800 Supplementary arm in stainless steel, zamak and nylon, 2 self-tapping counter-
sunk head screws @ 4,2x13 in galvanized steel.

3100.950 Accessories mounting jig on fixed frame, for art. 3000.6/.7 - 3001.6/.7 -
3010/.1/.3/.4 - 3011/.1/.3/.4 - 3100/.1 - 3101/.1 - 3150/.20 - 3151/.20.

3010.950 Bottom hinge positioning jig for art. 3010/.1/.3/.4 - 3011/.1/.3/.4, made of nylon with
preassembled magnets.

DESCRIPTION Supplementary locking points FINISHING

3100.821 Locking piece in black galvanized zamak, 1 cup in low density polyethylene (LDPE),
1 bushing @ 6-@ 8 mm.

1243.710 Locking piece in black galvanized zamak, 1 polyurethane cap.

1243.721 Adjustable keeper in black galvanized zamak, 2 preassembled grub screws M5x12
and 1 countersunk head screw M4x8 in stainless steel 304.

3010.820 Kit for vertical supplementary locking points in black galvanized zamak, 6 preas-
sembled grub screws M5x12 in stainless steel 304

DESCRIPTION Accessories for secondary casement FINISHING

3020 (patented) Concealed hinges kit for RIBANTA INCANTO secondary casement in zamak
and hight resistence white galvanized steel. Casement max weight of 80 Kg.

1246.832 Hinge-side supplementary closing pointin black galvanized zamak, 3 pre-assem-
bled grub screws M5x12 and 1 countersunk head screw M4x8 in stainless steel 304.

3000.841 Lower bolt with keeper and support in stainless steel, nylon and black galvanized
zamak, screws in stainless steel 304.

3000.850 Clamp boltin black nylon and galvanized steel, stroke-end block in zamak, 1 pre-
assembled grub screw M5x6 in stainless steel 304. For groove 15x20 mm.

3000.851 Like 3000.850 but for groove 14X19,5 mm.
3000.852 Like 3000.850 but for groove 13,5X16,5 mm.
3000.853 Like 3000.850 but for groove 14X18 mm.
3000.854 Like 3000.853 but for groove 15x20 mm.
3000.896 Like 3000.850 but for groove 13,2x16,7 mm.

1541 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
block in zamak.

1541.1 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
block in zamak.
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DESCRIPTION Accessories for secondary casement

1541.2 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
blockin zamak.

1541.6 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
blockin zamak.

1545 SERRO Clamp bolt 31.5 cm for semi-fixed casement, third casement and secondary
casement (travel 22 mm) in black galvanized zamak, stainless steel 430 and nylon, 1 nylon stop
block, 2 pre-assembled grub screws M5x6 in stainless steel.

1545.1 SERRO Like 1545.
1545.2 SERRO Like 1545.
1545.3 SERRO Like 1545.

1243.830/8 Clamp-boltin black galvanized zamak and stainless steel 430, 2 pre-assembled
grub screws M5x6 in stainless steel 304.

1541.820 Punched extension rod in electrolitic black anodized alum. for 1541/.1/.2/.3/.6.

1468 Sash stop device in black galvanized zamak and nylon, 2 cap screws 4,2x19 in galvani-
zed steel.

1404 Keeper in black galvanized zamak, wing nut and 1 pre-assembled countersunk head
screw M5x10 in stainless steel 304.

1414 Adjustable keeper in black galvanized zamak, 1 pre-assembled grub screw M5x12 in
stainless steel, 2 nylon cups.

1415 Double keeper in black galvanized zamak, 2 pre-assembled grub screws M5x10 in
galvanized steel.

1416.5 Double keeper in black galvanized zamak, 1 pre-assembled grub screw M5x10 in
galvanized steel.

DESCRIPTION Complementary accessories

1246.835 Non-handed anti-burglar device for grooves 13,5x16,5 and 14x18, in black galva-
nized zamak, 2 countersunk head screws M5x18 in stainless steel 304 (self-forming), 2 nylon
bushings @ 6-@ 8 mm.

1246.838 Non-handed anti-burglar device for grooves 10x14,3, 12x15 and 12,5x16,5, in black
galvanized zamak, 2 countersunk head screws M5x18 in stainless steel 304 (self-forming), 2
nylon bushings @ 6-@ 8 mm.

1541.800 Extension partin black nylon for art. 1541/.6/.7 and art.
3000.850/.851/.852/.853/.854.

1541.801 Extension partin black nylon for art. 1541.1/3000.852.

1490 BLOCAL Lock with security cylinder (same keys) in zamak, nylon and stainless steel 430,
2 cap screws M5x12 and 2 cap screws @3.9x13 in stainless steel 304.

1243.704 Handle connection piece in black galvanized zamak, 2 polyurethane caps.

1343.2 Damping-effect opening restrictor arm in zamak, nylon, polyurethane and stainless
steel 304, 2 grub screws M5x8 in galvanized steel and 2 M5x12 in stainless steel 304.

1343.4 Damping-effect opening limiter arm stay in black galvanized zamak, polyurethane and
stainless steel 304, 2 grub screws M5x8 and 2 pre-assembled grub screws M5x12 in stainless
steel 304.

FINISHING

FINISHING

1013, 7035, 8019, 9001, 9005, 9010,
BL10O, C, SILV
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Pieces needed for realizing a window/door, folowing L and H dimensions

700 | 1401 | 700 | 1401 [ 700 | 1401 | 1401 |4
%) . 1400 | 2800 | 1400 | 2800 | 1400 | 2800 | 2800 |2 =
O DESCRIPTION Articles o g9
a L 450 621 1301 1401 (9 > =
620 1300 1400 1700 |
5 (pat.) Basic kit with standard arm and right concealed hinges, for tilt-first function 3011
5 (pat.) Basic kit with standard arm and leaf concealed hinges, for tilt-first function 30111 !
5 (pat.) Basic kit with short arm and right concealed hinges, for tilt-first function 30113
5 (pat.) Basic kit with short arm and left concealed hinges, for tilt-first function 30114 !
5 Supplementary arm, tilt-first function 3101.800 1
1 Mounting jig 3100.950 1
1 Positioning jig 3010.950 1
40 Locking piece 3100.821 1
5 Locking piece 1243.710 1
40 Adjustable keeper 1243.721 2
5 Kit for vertical supplementary locking points 3010.820 1 1 1
5 (pat.) Kit of concealed hinges for leaf alongside RIBANTA INCANTO 3020 1
40 Hinge-side supplementary closing point 1246.832 1
10 Lower bolt 3000.841 1
20 Vertical clamp bolt 3000.850
20 Vertical clamp bolt 3000.851
20 Vertical clamp bolt 3000.852
20 Vertical clamp bolt 3000.853
20 Vertical clamp bolt 3000.854
20 Vertical clamp bolt 3000.896
50 (pat.) Clamp bolt 1541
50 (pat.) Clamp bolt 15411 2
50 (pat.) Clamp bolt 1541.2
50 (pat.) Clamp bolt 15416
20 Clamp bolt 1545
20 Clamp bolt 15451
20 Clamp bolt 15452
20 Clamp bolt 15453
20 Clamp-bolt 1243.830/8 1
50 Punched extension rod for art. 1541/.1/.2/.3/.6 1541.820 2
20 Sash stop device 1468
100 Keeper 1404
200 | Adjustable keeper 1414 2
100 Double keeper 1415
100 Double keeper 1416.5 2
2 1+D.5
4.5
3
5 4.5 5 5
1.5 3.5 1.5 3 3 1.5 3.5
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DESCRIPTION Basic Kit (4 locking points) FINISHING

3011 RIBANTAINCANTO (pat.) 4-point locking device for tilt-first function, corner drive fulcrum.
Basic kit with standard arm in galvanized steel, RH concealed hinges made in black galvanized
zamak and hight resistence white galvanized steel, corner drive and locking points in black
galvanized zamak, 9 nylon bushings @ 6-8 mm, screws in stainless steel AIS| 304.

3011.1 RIBANTA INCANTO (pat.) 4-point locking device for tilt and first manoeuvre, corner drive
fulcrum. Basic kit with standard arm in galvanized steel, LH concealed hinges made in black
galvanized zamak and hight resistence white galvanized steel, corner drive and locking points
in black galvanized zamak, 9 nylon bushings @ 6-8 mm, screws in stainless steel AIS| 304.

3011.3 RIBANTA INCANTO (pat.) 4-point locking device for tilt and first manoeuvre, corner
drive fulcrum. Basic kit with short arm in galvanized steel, RH concealed hinges made in black
galvanized zamak and hight resistence white galvanized steel, corner drive and locking points
in black galvanized zamak, 7 nylon bushings @ 6-8 mm, screws in stainless steel AlS| 304.

3011.4 RIBANTAINCANTO (pat.) 4-pointlocking device for tilt and first manoeuvre, corner
drive fulcrum. Basic kit with short arm in galvanized steel, LH concealed hinges made in black
galvanized zamak and hight resistence white galvanized steel, corner drive and locking points
in black galvanized zamak, 7 nylon bushings @ 6-8 mm, screws in stainless steel AIS| 304.

3101.800 Supplementary arm tilt-first function in stainless steel, zamak and nylon, 2 self-
tapping countersunk head screws @ 4,2x13 in galvanized steel.

3100.950 Accessories mounting jig on fixed frame, for art. 3000.6/.7 - 3001.6/.7 -
3010/.1/.3/.4 - 3011/.1/.3/.4 - 3100/.1 - 3101/.1 - 3150/.20 - 3151/.20.

3010.950 Bottom hinge positioning jig for art. 3010/.1/.3/.4 - 3011/.1/.3/.4, made of nylon with
preassembled magnets.

DESCRIPTION Supplementary locking points FINISHING

3100.821 Locking piece in black galvanized zamak, 1 cup in low density polyethylene (LDPE),
1 bushing @ 6-@ 8 mm.

1243.710 Locking piece in black galvanized zamak, 1 polyurethane cap.

1243.721 Adjustable keeper in black galvanized zamak, 2 preassembled grub screws M5x12
and 1 countersunk head screw M4x8 in stainless steel 304.

3010.820 Kit for vertical supplementary locking points in black galvanized zamak, 6 preas-
sembled grub screws M5x12 in stainless steel 304

DESCRIPTION Accessories for secondary casement FINISHING

3020 (patented) Concealed hinges kit for RIBANTA INCANTO secondary casement in zamak
and hight resistence white galvanized steel. Casement max weight of 80 Kg.

1246.832 Hinge-side supplementary closing pointin black galvanized zamak, 3 pre-assem-
bled grub screws M5x12 and 1 countersunk head screw M4x8 in stainless steel 304.

3000.841 Lower bolt with keeper and support in stainless steel, nylon and black galvanized
zamak, screws in stainless steel 304.

3000.850 Clamp boltin black nylon and galvanized steel, stroke-end block in zamak, 1 pre-
assembled grub screw M5x6 in stainless steel 304. For groove 15x20 mm.

3000.851 Like 3000.850 but for groove 14X19,5 mm.
3000.852 Like 3000.850 but for groove 13,5X16,5 mm.
3000.853 Like 3000.850 but for groove 14X18 mm.
3000.854 Like 3000.853 but for groove 15x20 mm.
3000.896 Like 3000.850 but for groove 13,2x16,7 mm.

1541 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
block in zamak.

1541.1 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
block in zamak.
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DESCRIPTION Accessories for secondary casement

1541.2 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
blockin zamak.

1541.6 CHIUDO (patented) Bolt (travel 20 mm) in black nylon and galvanized steel, stroke-end
blockin zamak.

1545 SERRO Clamp bolt 31.5 cm for semi-fixed casement, third casement and secondary
casement (travel 22 mm) in black galvanized zamak, stainless steel 430 and nylon, 1 nylon stop
block, 2 pre-assembled grub screws M5x6 in stainless steel.

1545.1 SERRO Like 1545.
1545.2 SERRO Like 1545.
1545.3 SERRO Like 1545.

1243.830/8 Clamp-boltin black galvanized zamak and stainless steel 430, 2 pre-assembled
grub screws M5x6 in stainless steel 304.

1541.820 Punched extension rod in electrolitic black anodized alum. for 1541/.1/.2/.3/.6.

1468 Sash stop device in black galvanized zamak and nylon, 2 cap screws 4,2x19 in galvani-
zed steel.

1404 Keeper in black galvanized zamak, wing nut and 1 pre-assembled countersunk head
screw M5x10 in stainless steel 304.

1414 Adjustable keeper in black galvanized zamak, 1 pre-assembled grub screw M5x12 in
stainless steel, 2 nylon cups.

1415 Double keeper in black galvanized zamak, 2 pre-assembled grub screws M5x10 in
galvanized steel.

1416.5 Double keeper in black galvanized zamak, 1 pre-assembled grub screw M5x10 in
galvanized steel.

DESCRIPTION Complementary accessories

1246.835 Non-handed anti-burglar device for grooves 13,5x16,5 and 14x18, in black galva-
nized zamak, 2 countersunk head screws M5x18 in stainless steel 304 (self-forming), 2 nylon
bushings @ 6-@ 8 mm.

1246.838 Non-handed anti-burglar device for grooves 10x14,3, 12x15 and 12,5x16,5, in black
galvanized zamak, 2 countersunk head screws M5x18 in stainless steel 304 (self-forming), 2
nylon bushings @ 6-@ 8 mm.

1541.800 Extension partin black nylon for art. 1541/.6/.7 and art.
3000.850/.851/.852/.853/.854.

1541.801 Extension partin black nylon for art. 1541.1/3000.852.

1490 BLOCAL Lock with security cylinder (same keys) in zamak, nylon and stainless steel 430,
2 cap screws M5x12 and 2 cap screws @3.9x13 in stainless steel 304.

1243.704 Handle connection piece in black galvanized zamak, 2 polyurethane caps.

1343.2 Damping-effect opening restrictor arm in zamak, nylon, polyurethane and stainless
steel 304, 2 grub screws M5x8 in galvanized steel and 2 M5x12 in stainless steel 304.

1343.4 Damping-effect opening limiter arm stay in black galvanized zamak, polyurethane and
stainless steel 304, 2 grub screws M5x8 and 2 pre-assembled grub screws M5x12 in stainless
steel 304.

FINISHING

FINISHING

1013, 7035, 8019, 9001, 9005, 9010,
BL10O, C, SILV
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Tilt and sliding mechanisms
L}
Spazio =
H 850 | 1401 | 850 | 1401 | 850 | 1401 | 850 | 1401
s mm | 1400 | 2400 | 1400 | 2400 | 1400 | 2400 | 1400 | 2400
Description Code Pcs.
w 700 901 1101 1331
mm 900 1100 1330 1650

Lgft hand roller basiclKitl 2400.1 1 1 1 1 1 1 1 1 1
Right hand roller basic Kit 2400.2 1

2405/900 1 1 1
Guides and covers 2405/1100 L L L

2405/1330 1 1 1

2405/1650 1 1 1
Locking Kit 2410 5 1 1 1 1 1 1 1 1
MANON handle 873.1/.2 5
MANON handle with safety cylinder 873.753/.754 5
MANON handle without grip 873.755/.756 5 1
AL extruded handle 1243.750 5
Grip 1243.599 1
Locking piece 1243.710 40 2
Adjustable Keeper 1243.721 40 2 2 2 4
Upper corner device 1243.790 10 1 1 1
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DIMENSIONS

LA=Width of the sash from 700 to 1650 mm

HA=Height of the sash from 850 to 2400 mm

Sash max. weight=150 Kg

Tilt and sliding mechanisms

= Spazio

A |2400] 36| 31] 28] 25[23]21] 19| 18] 17] 16] 15
2300| 37| 33| 29[ 26] 24| 22| 20] 19 17] 16] 16
2200( 39| 34| 30| 27| 25[ 23| 21| 19| 18] 17] 17
2100f 41| 36| 32| 29] 26| 24| 22] 20| 19] 18] 17
2000( 43| 38] 33| 30] 27| 25] 23] 21| 20] 19] 18
1900| 45| 39| 35| 32] 29 26] 24| 23] 21] 20] 19
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APPLICATION FIELD
Sash max weight of 150 Kg

E Feasible with max. glass thickness of 59 mm
Feasible with max. glass thickness indicated (ex. 20 mm)

Note : glass thickness refers to the tchickness of the material
without air space.
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